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1. Set the device emitters in the direction of the person who potentially will record the conversation
from 1 to several-dozen meters (the closer the better jamming, recommended distance from 0,5 to 3
m). Please note that the effectiveness of the operation is affected: placement of a suitcase and power
intensity of a person protected voice. (the voice weaker and softer = better the performance).
2. Turn on the device - (master switch).

a) Turn the key in the ignition. The device goes into standby mode to work, signaling the
flashing red LED (under the handle of the case) the battery charge status. Remove the key.

b) Turn on and off the device Infratornado again by pressing the green button on the remote control.
Turn on the device signals a double blink red LED (under the handle suitcase). Off - the LED will
blink once.

3. Two fuse sockets, separate for external power supply and battery.
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4. A socket for external power and battery charging in the device.

Battery charging.
If the indicator flashes continuously, the battery is discharged. As soon as possible, connect the
external power supply to the device Infratornado® and start the charging process. Leaving for a
long period of discharged battery can cause irreversible damage. When the power supply is
connected to the ignition switch, the red LED indicates that the battery is charging.
When the battery is fully charged, the external power supply will be automatically
disconnected and the red LED (at the key switch) will be off and the green LED will light up to
indicate that the charging process has been completed. You can disconnect the power supply.
Warning. When charging the battery, the device can only be turned on if the battery is charged over
50%. Otherwise charging will not start.
Attention ! The device can be turn on and used while battery is charging.
Check the battery charge status.
Turn on the ignition key without the power supply.
– 1 or 2 flashes indicate a fully charged battery,
– 3 to 4 flashes represent an intermediate discharge state of 40 to 60 percent, sufficient for 2 to 4
hours of operation.
– 5 and more flashes of the diode indicates the battery is near the discharge,
– Continuous blinking of the diode indicates a discharged battery. The unit can not be operated
from the remote control. Turn on the external power adapter and charge the battery.

5. Safety conditions:
a) Do not block emitters in the front of the suitcase, will invalidate the warranty.
b) Do not break the seals! as this may void the warranty.
c) Do not approach (during operation) at a distance of less than 0.5 m from the emitters.
d) During operation near the device should not be pets.
6. Service and repair:
The manufacturer undertakes to maintain 24 months warranty.
By special order the warranty period may be extended.
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7. Characteristics:
Type of work: System to generate jamming signals dynamically changing (variable) in
the time.
Silent ! (For most people practically inaudible from a distance of one meter from the
device).
Remote radio turn on/off, battery charge control, automatic disconnecting of the external
power supply when the battery is charged.
Simple operation and operation.
8. BASIC TECHNICAL PARAMETERS:
-Maximum range: Indeterminate (depending on the wiretap should be taken approximately
20 meters)
-Directionality generators: to the horizontal plane 60 °
in a vertical plane 60 °
-Power supply: built-in battery or AC adapter 110-230 V
-Built-in rechargeable gel 12V (SLA)
-Remote control radio - on and off, an operating range of about 7 m.
- Radio remote control: Operating frequency 433.92 MHz ISM band
- Operating time of the built-in battery for 6 hours
- Charging time about 6 hours
- Weight to 7 kg, the range of working temperature of from 0 ° to 40 ° C (32-104 F)
- Size: 44 x 33 x 10 cm, Warranty: 2 years, Made in Poland.
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