= Ultrasonic Phone Box
SelL DUALDOCK

The Portable Dual Phone Anti Recording Box is a
compact, lightweight device featuring built-in battery
for portable use. It jamming recording functions on
mobile phones placed within the device. The device
features a plastic exterior, lightweight construction,
and a rectangular desktop design. Its hinged lid
mechanism allows for opening during use and
closing afterwards, providing basic water and dust
resistance. The transparent top cover

incorporates black edging on both sides to obscure
the camera, enabling users to view

mobile information or incoming calls while jamming
audio and video recording.
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Features

1 100% Jamming Effectiveness

It is compatible with all Android phones and iPhones. Inside the box, it achieves 100% jamming effectiveness.
I Multi-Device Protection

Supports simultaneous jamming for 2 cellphones, ensuring high efficiency shielding.

I Easy Operation

Simply place the phone in, and it automatically senses and activates ultrasonic interference.

I Safe & Silent

Advanced ultrasonic mixing technology effectively blocks recording silently without any audible noise.

I Long Battery Life

It can work continuously for 8 hours, meeting the needs of long-duration shielding requirements.

I Connectivity Unaffected

Only blocks the phone's microphone and camera, without affecting normal incoming calls, network or SMS.

Application

1 High-End Business Negotiations - Ensuring trade secrets and pricing strategies are not "accidentally” recorded
by the other party's phone.

I Executive Offices - An essential desktop configuration for leaders when talking with subordinates/receiving
important visitors.

I Legal & Lawyer Communications - Protecting client privacy and ensuring absolute confidentiality of case
details.

i Private Clubs - Providing an instant information security haven for VIPs in informal settings.

Specifications

Jamming Method Ultrasonic Mixing Technology
Capacity 2 Slots

Power Supply DC 12 V 3 A (Type-C)
Charging Time < 2.5 hours

Battery Working Period Up to 8 hours

Built-in Li Battery 13000 mah, 14,4V
Indicators White(battery), Blue(jamming), Green(power)
Working Temperature -10 ~ 55 °C

Weight 1,3 Kg

Slot Dimensions 173 x 86 mm

Outer Dimensions 249.5 x 199.5 x 47 mm
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